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WASTE OIL
EQUIPMENTSNOZZLESMETERED NOZZLESMETERSPUMPSKITS

FEATURES

PERFORMANCE

The PIUSI VISCOMAT VANE is an electric vane pump suitable for transferring 
low viscosity fluids. The pump is equipped with a built-in adjustable bypass.

• ADJUSTABLE BYPASS
• MULTI-PURPOSE PUMP
• SUITABLE TO TRANSFER WASTE

OILS

BELOW

77 DB
NOISE LEVEL*

AC
VOLTAGE

POWER

UP TO

500
CST

VISCOSITY

UP TO

50 L/MIN
FLOW RATE

VISCOMAT VANE
PUMPS

PACKAGING

CODE
WEIGHT PACKAGING

KG LBS MM INCH PCS/PALLET PCS/BOX

VISCOMAT 70
F0033490A 14,15 31,1 355X185X285 - 60 72 1

F0033190A 14,15 31,1 350X200X280 - 60 72 1

VISCOMAT 90
F00303M00 14,15 31,1 350X200X280 - 60 72 1

000303000 14,15 31,1 350X200X280 - 60 72 1

VISCOMAT VANE

The electric motor is exempted from Energy Efficiency Regulation (EU) 2019/1781 in accordance to Article 2(2)(a).
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ACCESSORIES MERCHANDISEHOSE REELSTANK
MONITORING

FLUID
MONITORINGFILTRATION

BIODIESEL DIESELANTIFREEZE GASOLINE GREASEFOOD OILAdBlue® KEROSENE WINDSCREENAIR WATER

IN THE BOX

DETAILS

MATERIALS

DIMENSIONS

CHART

• VISCOMAT VANE PUMP
• INSTRUCTION MANUAL

• BODY: CAST IRON
• ROTOR: SINTERED STEEL
• VANES: TECHNOPOLYMER
• SHAFT: STEEL

ON/OFF SWITCHVANE ROTORS

ADJUSTABLE BYPASS

ELECTRIC PUMPS

VISCOMAT VANEUPON REQUEST IT IS AVAILABLE WITH DIFFERENT VOLTAGE AND FREQUENCY - (*) WITHOUT ADJUSTABLE BYPASS VALVE

Dimensions expressed in millimeters

TECHNICAL DATA

CODE DESCRIPTION FLUIDS 
TYPE

FLOW RATE WORKING 
PRESSURE VOLTAGE

RPM
INLET

OUTLET
BSP

BYPASS 
VALVE

L/MIN GPM BAR PSI
SINGLEPHASE 

MOTOR
V./HZ

THREEPHASE 
MOTOR

V./HZ
POWER
WATT

AMP.
MAX

VISCOMAT 70
F0033490A VISCOMAT 70 M. 230/50/60 25 7 6 85 230/50/60 - 1200/1000 5,5-5,1 1470/1650 1” BSP YES

F0033190A VISCOMAT 70 T. 400/50/60 25 7 6 85 - 400/50 - 460/60 650/1000 2,2/3,1 1470/1750 1” BSP YES

VISCOMAT 90
F00303M00 VISCOMAT 90 M. 230/50/60* 50 13 5 71 230/50/60 - 1350/1600 6,2/4,9 1400/1600 1” BSP NO

000303000 VISCOMAT 90 T. 400/50 50 13 5 71 - 400/50 2000 5 1450 1” BSP YES

O D
O D

O D
O D

TYPE OF FLUID OIL SAE 80W90

TEMPERATURE 17 °C

INDEX


	FRECCIA PREVIOUS 8: 
	Pagina 14: 
	Pagina 16: 
	Pagina 18: 
	Pagina 20: 
	Pagina 22: 
	Pagina 26: 
	Pagina 28: 
	Pagina 30: 
	Pagina 32: 
	Pagina 34: 
	Pagina 36: 
	Pagina 38: 
	Pagina 40: 
	Pagina 42: 
	Pagina 44: 
	Pagina 46: 
	Pagina 48: 
	Pagina 50: 
	Pagina 52: 
	Pagina 54: 
	Pagina 56: 
	Pagina 58: 
	Pagina 66: 
	Pagina 68: 
	Pagina 70: 
	Pagina 72: 
	Pagina 74: 
	Pagina 76: 
	Pagina 78: 
	Pagina 80: 
	Pagina 82: 
	Pagina 88: 
	Pagina 90: 
	Pagina 92: 
	Pagina 94: 
	Pagina 96: 
	Pagina 98: 
	Pagina 104: 
	Pagina 106: 
	Pagina 108: 
	Pagina 114: 
	Pagina 116: 
	Pagina 118: 
	Pagina 120: 
	Pagina 126: 
	Pagina 128: 
	Pagina 130: 
	Pagina 132: 
	Pagina 150: 
	Pagina 154: 
	Pagina 162: 
	Pagina 184: 

	FRECCIA NEXT 9: 
	Pagina 15: 
	Pagina 17: 
	Pagina 19: 
	Pagina 21: 
	Pagina 23: 
	Pagina 27: 
	Pagina 29: 
	Pagina 31: 
	Pagina 33: 
	Pagina 35: 
	Pagina 37: 
	Pagina 39: 
	Pagina 41: 
	Pagina 43: 
	Pagina 45: 
	Pagina 47: 
	Pagina 49: 
	Pagina 51: 
	Pagina 53: 
	Pagina 55: 
	Pagina 57: 
	Pagina 59: 
	Pagina 67: 
	Pagina 69: 
	Pagina 71: 
	Pagina 73: 
	Pagina 75: 
	Pagina 77: 
	Pagina 79: 
	Pagina 81: 
	Pagina 83: 
	Pagina 89: 
	Pagina 91: 
	Pagina 93: 
	Pagina 95: 
	Pagina 97: 
	Pagina 99: 
	Pagina 105: 
	Pagina 107: 
	Pagina 109: 
	Pagina 115: 
	Pagina 117: 
	Pagina 119: 
	Pagina 121: 
	Pagina 127: 
	Pagina 129: 
	Pagina 131: 
	Pagina 133: 
	Pagina 151: 
	Pagina 155: 
	Pagina 163: 
	Pagina 185: 



